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EUROPEAN Exit Sign EM Light EM Driver

EX1P02

3W-EMP11 EM2-IP

P18

EM6P26 EM7P28 ED1P31 ED2P33

ED3P35

EM3-A P20 EM3-B P22 EM5EM4 P24

3W-EMP12 P14 EM2 P16

EX2P04 EX3P06 EX6P08

ED7P37



 Compact and decorative design.

Single and double face universal.

Unit：mm

LiFePO4 battery,long life time.

223

151

315

30M Product

02 03

223

72

45

25M Product 

Ceiling / Wall Mounting

Track Mounting Pendant Mounting

Side Mounting Recessed Mounting
223

151

315

250

223

72

45

Model List

Mounting Options

Dimensions

EX1-MT-3H

EX1-AT-3H

220-240V

220-240V

1W Max

1W Max

24H

24H

3H

Model Input Voltage Output power Charge Duration Discharge Duration

MT

3H AT

Battery Test Mode

20M Product 

110

173

250

72

173

42

220

EX1 LED Exit Sign

30M 25M 20M

Replaceable pictogram legends.

LiFePO4 6.4V600mAh

LiFePO4 6.4V600mAh



Compact and decorative design.

 Aluminum housing with high grade acrylic panel.

04

unit:mm

LED Exit Sign with high luminance performance.

LiFePO4 battery,long-life time.

Model List

Dimensions Mounting Options 

EX2-MT-3H

EX2-AT-3H

220-240V 

220-240V 

220-240V 

1W Max

1W Max

24H

24H

3H

Model Input Voltage Output power Charge Duration Discharge Duration

LiFePO4 6.4V600mAh

LiFePO4 6.4V600mAh

MT

3H AT

Battery Test Mode

EX2 LED Exit Sign

25M

254
260

300

2
3

5
1

6
0

42

1
3

5

Ceiling /Wall MountingSide Mounting



Maintained and Non Maintained.

 Suitable for wall mounting.
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unit:mm

LiFePO4 battery,long life time.

Optional pictogram legends.

Model List

Dimensions

EX3-MT-3H

EX3-AT-3H

220-240V 

220-240V 

1W Max

1W Max

24H

24H

3H

Model Input Voltage Output power Charge Duration Discharge Duration

LiFePO4 6.4V600mAh

LiFePO4 6.4V600mAh

MT

3H AT

Battery Test Mode

EX3 LED Exit Box

 Steel housing construction.

30M

320
300

1
8
0

1
5
6

42

Appearance

06



Suitable for wall/ceiling/side mounting.

 Auto test & manual test optional.

unit:mm

Single and double face universal, replaceable 
pictogram.

Rotatable decorative design.

Model List

Dimensions

EX6-MT-3H

EX6-AT-3H

220-240V 

220-240V 

1W Max

1W Max

24H

24H

3H

Model Input Voltage Output power Charge Duration Discharge Duration

Lithium 3.7V1200mAh

Lithium 3.7V1200mAh

MT

3H AT

Battery Test Mode

EX6 Rotatable Design LED Exit Sign

30M

Appearance

08

317

230

43328

180°

64
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unit:mm

Model List

Dimensions

3W-EM LED Emergency Downlight

ROUNDOVAL

L

N
LED EMERGENCY Driver

Battery

55

30

300

181

181

160

80 L

N
LED EMERGENCY Driver

Battery

30

300

181

181

160

55mm trim plate

Oval lens for escape route application.

80mm trim plate

Round lens for open area application.

 LiFePO4 battery, long life time.

High power & efficiency LED.

80mm adapter ring for bigger cuthole included.

3W-EM-MT/AT-1H

3W-EM-MT/AT-3H

200-240V 

200-240V

2W Max 220lm

220lm2W Max

24H

24H

1H

Model Input Voltage Output power Lumen Output Charge Duration Discharge Duration

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

MT/AT

3H MT/AT

Battery Test Mode

E U R O P E A N

EMERGENCY  
LIGHT
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Square Trim Plate

unit:mmDimensions

 

Oval lens for escape route application.

Round lens for open area application.

 LiFePO4 battery, long life time.

High power & efficiency LED.

80

80
28

Appearance

Photometric Data

escape route
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unit:mm

Surface or recessed mounting.

Model List

Photome tric Data Convenient  installat ion

Dimensions

Model Input Voltage Output power Lumen output Charge Duration Discharge Duration Battery Test Mode

EM2 LED Emergency Downlight

ROUNDOVAL

EM2-HO-1H

EM2-HO-3H

EM2-ST-1H

EM2-ST-3H

200-240V 

200-240V 

200-240V 

200-240V 

5W Max 450lm

450lm

240lm

240lm

5W Max

2W Max

2W Max

24H

24H

24H

24H

LiFePO4 9.6V600mAh1H

3H

1H

3H

LiFePO4 9.6V1500mAh

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

MT/AT

MT/AT

MT/AT

MT/AT

62

17.2

35.4

140

112.5

55.3

17.7

140

35.4

140

55

Surface Mounting  Surface Box Recessed Mounting

Mount surface mouting 
kit on the surface 
screws and anchors 

After wiring connection......
snap unit on surface
mount kit

Align the marker

Oval lens for escape route application.

Round lens for open area application.

High power & efficiency LED.

escape route

163 61
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unit:mm

Model List

Dimensions Appearance

EM2-IP LED Surface Mounting Emergency Light

ROUNDOVAL

175

78

IP65

Photome tric Data

 Oval lens for escape route application. 

 Round lens for open area application. 

Compact high performance IP65 Rated.

 High power & efficiency LED.

EM2-IP-HO-1H

EM2-IP-HO-3H

EM2-IP-ST-1H

EM2-IP-ST-3H

200-240V 

200-240V 

200-240V 

200-240V 

5W Max

5W Max

2W Max

2W Max

450lm

450lm

240lm

240lm

24H

24H

24H

24H

1H

Model Input Voltage Output power Charge DurationLumen Output Discharge Duration

LiFePO4 9.6V600mAh

LiFePO4 9.6V1500mAh

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

MT/AT

MT/AT3H

1H

3H

MT/AT

MT/AT

Battery Test Mode

escape route

163 61



Optional interchangeable legends.

IP 65 Rated.

Unit：mm

Efficient and reliable LED light source.

Suitable for wall/ceiling mounting.

Model List

Dimensions Appearance

EM3-ST-MT-1H

EM3-ST-MT-3H

EM3-ST-AT-1H

EM3-ST-AT-3H

220-240V

220-240V

220-240V

220-240V

2W Max 200lm

200lm

200lm

200lm

2W Max

2W Max

2W Max

24H

24H

24H

24H

1H

Model Input Voltage Output power Lumen Output Charge Duration Discharge Duration

MT

3H

1H

3H

MT

AT

AT

Battery Test Mode

EM3 LED Emergency Bulkhead

IP65

340

105

62

LiFePO4 6.4V1500mAh

LiFePO4 6.4V600mAh

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

18

R

19 e

cessed Mount ingUnit：mmDimensions

375
107

0.8

199 56

150



Appearance

Optional interchangeable legends.

Efficient and reliable LED light source.

Suitable for ceiling mounting.

194

304

153

321 100

108

303

Photometric Data

IP65 Rating waterproof Housing

Unit：mmDimensions

20

Luminous Intensity Distribution Diagram

Average Beam Angle(50%):134.1 Deg
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 Slim and modern design.

Round lens and oval lens option.

23

unit:mm

Intelligent control available.

Exterior LED indicator.

Model List

Photomet ric Data

Dimensions Appearance

EM4-ST-AT-1H

EM4-ST-AT-3H

EM4-ST-MT-1H

EM4-ST-MT-3H

200-240V 

200-240V 

200-240V 

200-240V 

2W Max 240lm

240lm

240lm

240lm

2W Max

2W Max

2W Max

24H

24H

24H

24H

1H

Model Input Voltage Output power Lumen Output Charge Duration Discharge Duration

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

AT

MT

MT

AT

1H

3H

3H

Battery Test Mode

EM4 LED Surface Mounting Emergency Light

ROUNDOVAL

148

148

48 33

escape route

163 61
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 Compact and modern design.

Suitable for wall / ceiling mounting.

25

unit:mm

Intelligent control technology available.

LiFePO4 battery ,long life tme.

Model List

Photometric Data

Dimensions Appearance

EM5-ST-1H

EM5-HO-1H

EM5-ST-3H

EM5-HO-3H

200-240V 

200-240V 

200-240V 

200-240V 

2W Max 240lm

240lm

450lm

450lm

2W Max

5W Max

5W Max

24H

24H

24H

24H

1H

3H

Model Input Voltage Output power Lumen Output Charge Duration Discharge Duration

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

LiFePO4 9.6V600mAh

LiFePO4 9.6V1500mAh

MT/AT

MT/AT

MT/AT

MT/AT

1H

3H

Battery Test Mode

EM5 LED Surface Mounting Emergency Light

ROUNDOVAL

140

48

escape route

163 61



 Two adjustable LED lamp heads.

Round lens and oval Lens optional.

26

unit:mm

Self-contained for 1 or 3 hours emergency backup.

LED indicator light and test switch.

Model List

Dimensions Lens

EM6-ST

EM6-HO

220-240V 

220-240V 

120lm

400lm

24H

24H

3H

Model Input Voltage Lumen Output Charge Duration Discharge Duration

Ovel Lens Round Lens

Ni-Cd 3.6V900mAh*2

Lithium 7.4V 2000mA

MT

3H AT/MT

Battery Test Mode

EM6 LED Twin Spot Emergency Light

ROUNDOVAL

90°

360°

58

58

186

108
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 White / Black finishing optional.

Suitable for track mounting.

unit:mm

Intelligent IC control applicance.

Push-to-test switch.

Model List

Dimensions

EM7-MT/AT-1H

EM7-MT/AT-3H

220-240V 

220-240V 

2W Max 200lm

200lm2W Max

24H

24H

1H

Model Input Voltage Output power Charge DurationLumen output Discharge Duration

LiFePO4 6.4V600mAh

LiFePO4 6.4V1500mAh

MT/AT

3H MT/AT

Battery Test Mode

EM7 LED Emergency Track Light

212

70
98

63

160

Color  options



E U R O P E A N

EMERGENCY  
DRIVER

31

unit:mm

Model List

Dimensions

24H/1H1W

1W

2W

2W

4W

4W

24H/3H

24H/1H

24H/3H

24H/1H

24H/3H

Model Input Voltage Output Voltage Output Power Charge/Discharge Battery Test Mode

ED1 DALI LED Control Gear For Emergency Lighting

138

121

31

This DALI LED Control gear with battery backup unit provides
60-180 Minutes duration during main power failure.

Constant current output, LiFePO4 battery.

CE and RoHs compliance, DALI interface with 
auto test function.

22

ED1-1W-DA-1H

ED1-1W-DA-3H

ED1-2W-DA-1H

ED1-2W-DA-3H

ED1-4W-DA-1H

ED1-4W-DA-3H

220-240VAC 3-12VDC

3-12VDC

3-12VDC

3-12VDC

3-12VDC

3-12VDC

220-240VAC

220-240VAC

220-240VAC

220-240VAC

220-240VAC

1LED 320mA DALI

DALI

DALI

DALI

DALI

DALI

1LED 320mA

1LED 650mA
2LED 320mA

1LED 650mA
2LED 320mA

1LED 650mA
2LED 320mA
1LED 650mA
2LED 320mA

LiFePO4 3.2V 600mAh

LiFePO4 3.2V 1500mAh

LiFePO4 3.2V 1500mAh

LiFePO4 3.2V 3200mAh

LiFePO4 6.4V 1500mAh

LiFePO4 6.4V 3200mAh

Outout Current
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unit:mm

Model List

Dimensions

6W Max

6W Max

4W Max

4W Max

2W Max

2W Max

1H

3H

1H

3H

1H

3H

Model Input Voltage Input Current
Output 
Power

Battery Test Mode

ED2

220-240V 35mA Max

35mA Max

35mA Max

35mA Max

35mA Max

35mA Max

220-240V

220-240V

220-240V

220-240V

220-240V

AT/MT

AT/MT

AT/MT

AT/MT

AT/MT

LiFePO4 6.4V1500mAh

LiFePO4 6.4V4500mAh

LiFePO4 6.4V1500mAh

LiFePO4 6.4V3200mAh

LiFePO4 6.4V600mAh

AT/MTLiFePO4 6.4V1500mAh

Discharge
Duration

Constant Current LED Emergency Inverter

24145

37

This emergency inverter with battery backup unit provides
60-180 Minutes duration during main power failure. 

Constant current output, LiFePO4 battery , long-life time.

CE and RoHs compliance.

ED2-HO

ED2-HO

ED2-ST

ED2-ST

ED2-LO

ED2-LO

Output LEDVoltage & Current

10-50V 120mA 10-50V 100mA 10-50V 80mA

10-50V 120mA 10-50V 100mA 10-50V 80mA

10-60V 70mA 10-60V 60mA 10-60V 50mA

10-60V 70mA 10-60V 60mA 10-60V 50mA

40-60V 35mA 20-40V 50mA 10-30V 70mA

40-60V 35mA 20-40V 50mA 10-30V 70mA

LED Downlight LED Panel Troffer UFO
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unit:mm

Model List

Dimensions

10W Max

10W Max

24H 2H

24H

Model Input Voltage Output Power Battery Test Mode

ED3

85-265VAC MT

MT

Ni-Cd 12V2000mA

Charge Time Discharge Duration

LED Emergency Driver

110

17

22

LED bulb

ED3-MT-CD-10W

LED tube

This LED emergency inverter with battery backup unit provides

duration during  main power failure.

Wide range input voltage with high output voltage.

Suitable for LED tube, bulb, MR16.

Ni-cad or LiFePO4 battery optional.

120 Minutes 

ED3-MT-CD-20W

ED3-MT-LI-10W

ED3-MT-LI-20W

85-265VAC

85-265VAC

85-265VAC

20W Max

20W Max

24H

24H

2H

2H

2H

Ni-Cd 12V2000mA*2

LiFePO4 9.6V3200mA

LiFePO4 9.6V6400mA

MT

MT
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unit:mm

Model List

Dimensions

Model

ED7

Discharge Duration Output Voltage Range

Constant Power LED Emergency Inverter

24145

37

This emergency inverter with battery backup unit provides
60-180 Minutes duration during main power failure. 

Constant power output, LiFePO4 battery , long-life time.

CE and RoHs compliance.

LED Downlight LED Panel Troffer UFO

Test Modecurrent range

ED7-2W-3H  3H

 3H

 3H

 3H

ED7-2W-3H

ED7-4W-3H

ED7-4W-3H

10-80V

50-200V

10-80V

2W max

50-200V

 Output 

2W max

4W max

25mA@80V-200mA@10V

4W max

 Output power

10mA@200V-40mA@50V

50mA@80V-400mA@10V

20mA@200V-80mA@50V

LiFePO4 6.4V 1500mAh MT/AT

MT/AT

MT/AT

MT/AT

LiFePO4 6.4V 1500mAh

LiFePO4 6.4V 3200mAh

LiFePO4 6.4V 3200mAh

Battery
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